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STEP LADDERS

 Ű Anodised stiles avoid dirty hands from aluminium abrasion.
 Ű Step depth 80 mm. Front step edges flush with stile.
 Ű Platform dimensions 250×250 mm.
 Ű Spreader lock provided by high-strength 20 mm wide perlon straps 

from size 7 upwards.
 Ű Sturdy reinforcement braces on first step.
 Ű With spacious, practical tool tray made of high-strength plastic.
 Ű Sturdy bucket hook with 25 kg load-bearing capacity.
 Ű Extra large ladder shoes press-fitted in.

4026 Step ladder with platform, 
single-sided accessible

For an explanation of standing/reach height see on page 5.

 Ű Platform support repair set, order no. 0053991, see on page 138.
 Ű Spare parts set tool tray, order no. 0054834, see on page 141.

Spare parts: 

Number of steps incl. platform 3 4 5 6 7 8
Stile (approx. mm) 55 55 55 55 55 55
Length (approx. m) 1.37 1.62 1.87 2.12 2.36 2.61
Standing height (height to platform) (approx. m) 0.65 0.88 1.11 1.35 1.58 1.80
Reach height (approx. m) 2.65 2.88 3.11 3.35 3.58 3.80 
Vertical height (approx. m) 1.25 1.48 1.71 1.95 2.18 2.40
Width top/bottom (approx. mm) 280/415 280/440 280/465 280/495 280/520 280/545
Base width (approx. m) 0.70 0.85 1.00 1.15 1.30 1.50
Weight (approx. kg) 4.0 4.9 5.6 6.4 7.4 7.9

Order no. 402603 402604 402605 402606 402607 402608
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