
FEATURES
• D-Clipped head for greater number of nails per strip

• Diamond Point for increased penetration

SHANK TYPE

• Annular Ring - High pull-out resistance

• Part Annular Ring - Increased pull-out resistance for
   longer lengths while maintaining low insertion resistance

• Smooth - Low insertion resistance for longer lengths

USES
          • Timber Frame

          • Stud Work

          • Packaging 

          • Roof Battening Joists

          • Fencing

          • Roofing

SERVICE CLASS 1 - BRIGHT
Internal use or where the moisture content of the timber does not exceed 12%.
Fasteners do not require a corrosion resistant coating.

SERVICE CLASS 2 - ELECTRO GALVANISED
External use where the application is not directly exposed to moisture or where the moisture content does not exceed 20%.
Fasteners must have a minimum of 12 microns of zinc galvanising.

SERVICE CLASS 3 - 304 STAINLESS STEEL
External use where the application is directly exposed to moisture or where the moisture content is greater than 20%.
Fasteners must have a minimum of 43 microns of hot dipped galvanised coating or manufactured from stainless steel.

SERVICE CLASSES
All 1st fix Viper Nails comply with Eurocode 5 and
our range covers all 3 service classes

1ST FIX COLLATED NAILS

● Paslode IM350
● HiKOKI NR90GC2
● Makita GN900SE
● Rawl WW90CH
● Max GS690CH

● Senco GT90CH/SGT90ICH
● Bea Dynamik D90S
● Bostitch F33PT
● Tacwise KDH90V
● And More

Compatible With:



51 x 2.8mm VVV51BRVIPER Annular Ring Bright 1 3300 (3 Fuel Cells)

51 x 2.8mm VVV5128VIPER Annular Ring Electro Galv’d 2 3300 (3 Fuel Cells)

63 x 2.8mm VVV63BRVIPER Annular Ring Bright 1 3300 (3 Fuel Cells)

63 x 2.8mm VVV6328VIPER Annular Ring Electro Galv’d 2 3300 (3 Fuel Cells)

63 x 3.1mm VVV6331VIPER Annular Ring Electro Galv’d 2 2200 ( 2 Fuel Cells)

75 x 3.1mm VVV75BRVIPER Annular Ring Bright 1 2200 ( 2 Fuel Cells)

75 x 3.1mm VVV7531VIPER Annular Ring Electro Galv’d 2 2200 ( 2 Fuel Cells)

90 x 3.1mm VVV90BRVIPER Smooth Bright 1 2200 ( 2 Fuel Cells)

90 x 3.1mm VVV9031VIPERANN Part Annular Ring Electro Galv’d 2 2200 ( 2 Fuel Cells)

90 x 3.1mm VVV9031VIPER Smooth Electro Galv’d 2 2200 ( 2 Fuel Cells)

STANDARD PACKS

51 x 2.8mm VVV5128VIPERHANDY Annular Ring Electro Galv’d 2 1100 (1 Fuel Cell)

51 x 2.8mm VVV51STSTVIPER1100 Annular Ring A2 Stainless Steel 3 1100 (1 Fuel Cell)

63 x 2.8mm VVV6328VIPERHANDY Annular Ring Electro Galv’d 2 1100 (1 Fuel Cell)

63 x 2.8mm VVV63STSTVIPER1100 Annular Ring A2 Stainless Steel 3 1100 (1 Fuel Cell)

75 x 3.1mm VVV7531VIPERHANDY Annular Ring Electro Galv’d 2 1100 (1 Fuel Cell)

75 x 3.1mm VVV75STSTVIPER1100 Annular Ring A2 Stainless Steel 3 1100 (1 Fuel Cell)

90 x 3.1mm VVV9031VIPERHANDY Smooth Electro Galv’d 2 1100 (1 Fuel Cell)

90 x 3.1mm VVV90STSTVIPER1100 Smooth A2 Stainless Steel 2 1100 (1 Fuel Cell)

HANDY PACKS

The Range

FUEL CELLS

165mm VVVFIRSTFUEL Viper 1st Fix Framing Nailer Fuel Cell 2 6
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