ESTERDAN® REINFORCED BITUMEN MEMBRANES

Commonly known as roofing felt, our range of ESTERDAN® REINFORCED BITUMEN

MEMBRANES are specially formulated polymer modified roofing sheets comprised of 3 key
components: a polymer modified bitumen compound, a reinforcement layer and a variety

of upper and lower surface finishes.
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(t4) fire tests declared on the BBA certificate. B
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systems can be used unrestricted according to Approved
Document B of the Building Regulations.

* 30+ year life expectancy.

#= ESTERDAN® PLUS 20 SYSTEM

CODE PRODUCT NAME

141015 ESTERDAN® PLUS 50/GP ELAST

141130 ESTERDAN® 30/P ELAST

&= ESTERDAN® PLUS 20 ANTI-ROOT SYSTEM

CODE PRODUCT NAME

141306 ESTERDAN® PLUS 50/GP ELAST JARDIN

141130 ESTERDAN® 30/P ELAST

== ESTERDAN® PLUS 10 SBS SYSTEM

CODE PRODUCT NAME

141161
141316 GLASDAN® 30/AP ELAST

ESTERDAN® 10 APP SYSTEM

CODE PRODUCT NAME

141984 ESTERDAN® 50/GP POL
141622 GLASDAN® 30/P POL

ESTERDAN® PLUS 40/GP ELAST

Upper Surface
Finish

Black Mineral
Film

Upper Surface
Finish
Green Mineral

Film

Upper Surface
Finish

Black Mineral
Sand

Upper Surface
Finish

Blue/Grey Mineral

Film

ESTERDAN® 30/P ELAST THERMOADHESIVE UNDERLAYERS

CODE PRODUCT NAME

141287 ESTERDAN® 30/P ELAST SEMIADHESIVO

141801

ESTERDAN® BLACK

ESTERDAN® SAND FACE

ESTERDAN® 30/P ELAST AUTOADHESIVO

Upper Surface
Finish
Film

Film

ESTERDAN® GREEN

ESTERDAN® AUTOADHESIVO

(t4)

.

APPROVAL
INSPECTION
TESTING
CERTIFICATION |

CERTIFICATE 1074787

e Highly flexible with impressive elastic recovery,
contributing to self-healing properties.

*  Polyester reinforced ESTERDAN® products, with glass fibre
reinforced complimentary GLASDAN® products.

Dimensions

(m)
1.00 x 8.00
1.00 x 12.00

Dimensions
(m)

1.00 x 8.00
1.00 x 12.00

Dimensions

(m)
1.00 x 10.00
1.00 x 7.50

Dimensions
(m)

1.00 x 8.00
1.00 x 12.00

Dimensions

(m)
1.00 x 7.00
1.00 x 12.00

Mass
(kg/m?)
5.00
3.00

Mass
(kg/m?)
5.00
3.00

Mass
(kg/m?)
4.00
3.00

Mass
(kg/m?)
5.00
3.00

Mass
(kg/m?)
3.00
3.00

ESTERDAN® BLUE/GREY

ESTERDAN® SEMIADHESIVO

No. Rolls
per Pallet

25
28

No. Rolls
per Pallet

25
28

No. Rolls
per Pallet

25
39

No. Rolls
per Pallet

25
28

No. Rolls
per Pallet

39
28

m?2 per
Pallet

200.00
336.00

m? per
Pallet

200.00
336.00

m?2 per
Pallet

250.00
292.50

m? per
Pallet

200.00
336.00

m?2 per
Pallet

273.00
336.00

ESTERDAN® FILM FACE

ESTERDAN® RED ACCESS ROUTE



ESTERDAN® GUARANTEED WATERPROOFING SYSTEMS

ESTERDAN® PLUS 20 SYSTEM

System Colour: Classic Black Mineral Slate

Capsheet: ESTERDAN® PLUS 50/GP ELAST

Underlayer: ~ ESTERDAN® 30/P ELAST

Total Mass: 8.00 kg/m?

Formulation:  SBS Modification

Guarantee: 20 Years

Fire Properties: B, (t4) for ESTERDAN® systems (BBA Certificate) - Unrestricted.

ROOF

ESTERDAN® PLUS 20 ANTI-ROOT SYSTEM

System Colour: Green Mineral Slate

Capsheet: ESTERDAN® PLUS 50/GP ELAST JARDIN

Underlayer: ~ ESTERDAN® 30/P ELAST

Total Mass: 8.00 kg/m?

Formulation:  SBS Modification

Guarantee: 20 Years

Fire Properties: B,_.(t4) for ESTERDAN® systems (BBA Certificate) - Unrestricted.

ESTERDAN® PLUS 10 SBS SYSTEM

System Colour: Classic Black Mineral Slate

Capsheet: ESTERDAN® PLUS 40/GP ELAST

Underlayer: ~ GLASDAN® 30/AP ELAST

Total Mass: 7.00 kg/m?

Formulation:  SBS Modification

Guarantee: 10 Years

Fire Properties: B, (t4) for ESTERDAN® systems (BBA Certificate) - Unrestricted

ESTERDAN® 10 APP SYSTEM

System Colour: Modern Blue/Grey Mineral Slate
Capsheet: ESTERDAN® 50/GP POL
Underlayer: ~ GLASDAN® 30/P POL

Total Mass: 8.00 kg/m?

Formulation:  APP Modification

Guarantee: 10 Years

ESTERDAN® 30/P ELAST SEMIADHESIVO

Peel and stick self-adhesive underlayer membranes.

Thermally activated adhesive achieves a full bond when the capsheet is installed.

Used as the underlayer with any of our systems.

ESTERDAN® 30/P ELAST SEMIADHESIVO functions as a dual underlayer and

ventilation layer in one without compromising on performance.

e ESTERDAN® 30/P ELAST AUTOADHESIVO full bond for vertical and detail
applications.




