
FLASHING KIT & TILE SHEET

www.fakro.co.uk

MONIER REDLAND ROOF TILES
Natural Slate EL_
Cambrian Slate EZ_
Duo Plain EZ_
Stonewold II EZ_
Mockbond Mini Stonewold EZ_
Mini Stonewold EZ_
Renown EZ_
Redland 49 EZ_
Landmark Slate 10 EZ_
Saxon 10 EZ_
Richmond 10 EZ_
Fontoubelle Clay EZ_
Mockbond Richmond 10 EZ_
Rosemary Clay Classic EP_
Heathland EP_
Plain Tile EP_
Concrete Plain Ornamental EP_
Heathland Ornamental EP_
Rosemary Clay Craftsman EP_
Rosemary Craftsmen Ornamental EP_
Cathedral Clay Pantile EHN
Landmark Double Roman EHN
Landmark Double Pantile EHN
Grovebury EHN
Regent EHN
Fenland Pantile EHN
50 Double Roman EHN
Old Hollow Clay Pantile EHN
Postel Clay EHN

RUSSELLS ROOF TILES
Argyll EZ_
Cheviot EZ_
Double Roman EZ_
Galloway EZ_
Grampian EZ_
Highland EZ_
Lothian EZ_
Moray EZ_
Pennine EZ_
Polden EZ_
Plain Tile Blends EP_
Plain EP_

MARLEY ROOF TILES
Vertigo EL_
Rivendale EL_
Thrutone EL_
Birkdale EL_
Garsdale EL_
Edgemere EZ_
Duo Edgemere * EZ_
Modern * EZ_
Duo Modern * EZ_
Eco Ludlow Major * EZ_
Ludlow Major * EZ_
Double Roman * EZ_
Wessex * EZ_
Ashmore * EZ_
Ludlow Plus * EZ_
Plain Tile EP_
Acme Single Chamber EP_
Acme Double Chamber EP_
Hawkins Plain Tiles EP_
Ashdown Plain Tiles EP_
Maxima Double Roman EHN
Anglia EHN
Melodie EHN
Lincoln EHN
* If Pitch Below 20 Degrees Default To 
EHN
MARLEY PROFILED SHEETING
Profile 3 EZ_
Profile 6 EHN
Farmscape EHN

FORTICRETE ROOF TILES
Plain Tile EP_
Gemini Twin EZ_
Hardrow Slates (14mm) EZ_
Mini Slate EZ_
V2 Tile  *1 EZ_
Centurion *1 EHN
Senator EHN
*1 = E_A NOT SUITABLE

TUDOR ROOF TILES
Clay Peg EP_

SANDTOFT ROOF TILES
20/20 EZ_
Cassius EZ_
Rivius EZ_
Balmoral EZ_
Bridgewater EZ_
Gaelic EZ_
Lindum EZ_
Calderdale Slate EZ_
Dual Calderdale 
Slate

EZ_

Standard Pattern EZ_
Goxhill EP_
Barrow EP_
Alban EP_
Village EP_
Okewood EP_
Humber EP_
301 Plain Tile EP_
303 Plain Tile EP_
311 Handcrafted EP_
Olympus EHN
Modula EHN
Greenwood EHN
Old English EHN
Arcadia EHN
Neo Pantile EHN
County EHN
Old Hollow EHN
Flemish EHN
Brit Slate ELV
Brit Lock EZV

DREADNOUGHT ROOF TILES
Trafalgar EP_
Nelson EP_
Collingwood EP_
Dreadnought Range EP_
Dreadnought Classic EP_
Classic Staffordshire Blue Clay EP_KEYMER ROOF TILES

Plain EP_
Peg EP_
Ornamental EP_

LAGAN ROOF TILES
Flat Tile EP_
Double Roll EP_
Square Top EP_
Elite EP_



IMERYS 15 Deg + 10-15 Deg 
Beauvoise EZ_ EZA
HP10 EZ_ EZA
Monopole EZ_ N/A
Panne S EH_ N/A

BRADSTONE 
Old Quarried Slates EZ_ EZA
Conservation Slate EZ_ EZA
Cotswold EZ_ EZA
Crofters Slates EZ_ EZA

SANDTOFT NEW 
GENERATION

EZ_
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METAL SHHETING
24 /1000 profile 
steel sheeting:  

claddex.co.uk/
uk/products/
steel_sheeting

TATA 
URBANCOLOUR 
COAT STEEL 
ROOFING

EBV-P if 15 Deg 
and above.
Kingspan and 
EKB if below, 
site responsible 
for sealing and 
weatherproofing

CREST
Crest - H14 Interlocking 
PanTile

EH_

Crest - G10 Interlocking EZ_
Crest - S9 Interlocking EZ_

ECODECKING  
Newpitch Roofslate EL_

CEMBRIT
Duquesa Natural Slates EL_
Jutland Slates EL_

HERITAGE CLAY TILES LTD
Heritage Classic Clay EP_

WILLIAM BLYTH
Barco - Old Englich Pantile EH_

TARTA COLOUR COAT 
URBAN

EBV-P

GREYS ARTSTONE 
REPRODUCTION SLATE

EL_

NORTHSTONE MATERIALS 
‘DONARD’ 
Donard EZ_

NULOK ROOF 
INSTALLATION SYSTEM

EZ_

Metrotile 
shingle 

As far as we understand 
these types of tiles are 
always fitted onto batons / 
counter batons

Pitch Between 10-15 Deg 
= EHA-P / EZA

Pitch Between 15-90 Deg 
= EHN-A / EZV

Either flashing has to be 
fitted as per the attached 
EZ Notched baton 
instructions which show

Pitch Between 10-15 Deg 
= EHA-P or EZA-P

Pitch Between 15-90 Deg 
= EHN-A or EHV-A or 
EZV-A

Please see the attached 
fitting instructions for EZ 
Notched batons.Metrotile 

Bond 
Metrotile 
Slate 
Decra 
Stratos 
Decra 
Classic 
Britmet As far as we understand 

these types of tiles are 
always fitted onto batons / 
counter batons

Pitch Between 10-15 Deg 
= EZA-P / EHA

Pitch Between 15-90 Deg 
= EZV-A / EHN

Either flashing has to be 
fitted as per the attached 
EZ Notched baton 
instructions which show

Pitch Between 10-15 Deg 
= EZA-P / EHA

Pitch Between 15-90 Deg 
= EZV-A / EHN

Either flashing has to be 
fitted as per the attached 
EZ Notched baton 
instructions which show

Please see the attached 
fitting instructions for EZ 
Notched batons.

Tapco 
Slate 

Pitch Between 10-15 Deg 
= ESA
Pitch Between 15-90 Deg 
= ELV

Pitch Between 10-15 Deg 
= ESA
Pitch Between 15-90 Deg 
= ELV

Please see the attached 
fitting instructions
Please see the attached 
fitting instructions

TILE 
TYPE

FLASHING REF 
WITHOUT BATTENS

FLASHING REF 
WITH BATTENS - 
VELUX OFFER THE 
FOLLOWING

FLASHING REF WITH 
BATTENS - WE COULD 
OFFER EITHER OF THE 
BELOW

WINDOW FIXING CLIP 
POSITION ON WINDOW 


