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Free from lead 
and other 

heavy metals

EPDM BOOT
withstands constant 
temperatures from 

-50°C (-58°F) to 115°C 
(239°F)
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UP TO 115˚C

  

Tile / Metal 
Roofs

Lead Free

Fully Adhesive Base

Reduces Install time by 50%
Compared to traditional lead based solutions.



www.deks.co.uk

DEKS, the original creator of Dektite®, established in 1947, continues to lead our industry with innovation.

DEKS is proud to continue the lead-free innovation, with the launch of Rapid Flash™, that replaces traditional lead  
™ incorporates a cleverly designed mesh that is free from toxic materials.

The solution has been designed to suit both metal and tile roofs whilst incorporating a paintable surface that can be adapted  
to suit different roof colors.

Other key features:

Unique stretchable base that suits  

Easy to install.  
Minimal tools required.

Market leading sealing system 
that you can trust.

UV rated.



®  

    The Range 
Pipe Size Base Size Part Number

6 - 50mm 280 x 450mm DRF100GB

5 - 127mm 370 x 560mm DRF101GB

50 - 70mm 370 x 560mm DRF102GB

50 - 170mm 370 x 560mm DRF103GB

175 - 330mm 560 x 850mm DRF108GB

DEKS Fast Flash
Flexible, easy to install and lead-

Dektite ® Premium

made with a highly durable EPDM 
rubber cone.

Dekstrip

penetrations.

Watch the Rapid Flash
™
 

installation video.

CLICK 
HERE 

TO VIEW

Comes in 5 Dektite sizes to suit 
all applications.

www.deks.co.uk/rapid-flash

*DRF103GB & DRF108GB available from stock - all others items are availlable by special order only

https://www.deks.co.uk/rapid-flash
https://www.deks.co.uk/rapid-flash
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