Product Weights

To Suit Builder's Upstand:

Double glazed (Kg)

Square

Rectangular

S4
S5
s7
s8
s9
st
si7 A
R5
R6
R16
R17a
RI9 A\
rR22z /\
R30a /N

To suit external
curb size (mm)

700 x 700
800 x 800
900 x 900
1000 x 1000
1100 x 1100
1300 x 1300
2100 x 2100
700 x 1000
700 x 1300
1000 x 1300
1100 x 1600
1100 x 2100
1100 x 3100
1600 x 3100

26
32
39
48
56
76

234
35
43
60
78
16
183

262

To suit external
curb size (mm)

720 x 720
820 x 820
920 x 920
1020 x 1020
1120 x 1120
1320 x 1320
N/A

720 x 1020
720 x 1320
1020 x 1320
120 x 1620
1120 x 2120
N/A

N/A

With uPVC 150mm Vertical Upstand:

Square

Rectangular

S4
S5
s7
s8
59
S
R5
R6
R16
R17a

rRI9 A\

To suit roof

opening size (mMm)

600 x 600
700 x 700
800 x 800
900 x 900
1000 x 1000
1200 x 1200
600 x 900
600 x 1200
900 x 1200
1000 x 1500
1000 x 2000

Double glazed (Kg)

34
46
53
64
74

103
55
N4
80

105

147

52
61
71
81
92
120
65
76
100
123
169

em.glaze”

flat glass

Ventilation options

Electric concealed
motors hinged
opening (Kg)

44
52
61
71
81

107

56
66
88
1o
153

Electric concealed
motors hinged
opening (Kg)

Due to their size and/or weight, any products marked A will require offloading by a mechanical
means, i.e. a forklift. Please note the driver cannot offload these goods by hand. Vehicle mounted
offloading facilities (HIAB) is available by prior arrangement at extra cost. Please call us should this
be required. For special order items, this applies to any product above 1.5 square metres.



Product Weights

To Suit Builder's Upstand:

Square

Rectangular

With uPVC 150mm Vertical Upstand:

Ventilation options

Square

Rectangular

>

Size ref To suit external
curb size (mm)

RX S2
RX S4
RX S5
RX S7
RX S8
RX S9
RX ST
RX R5
RX R6
RX R7
RX R16

600 x 600
700 x 700
800 x 800
900 x 900
1000 x 1000
1100 x 1100
1300 x 1300
700 x 1000
700 x 1300
800 x 1100
1000 x 1300

RX R17a 1100 x 1600

RX R19

/\ 100 x 2100

RX R23c /\ 1300 x 2300

: To suit roof
opening size (mm)

RX S2
RX S4
RX S5
RX S7
RX S8
RX S9
RX ST
RX R5
RX R6
RX R7
RX R16

500 x 500
600 x 600
700 x 700
800 x 800
900 x 900
1000 x 1000
1200 x 1200
600 x 900
600 x 1200
700 x 1000
900 x 1200

RX R17a 1000 x 1500

RX R19

/\ 1000 x 2000

RX R23c /\ 1200 x 2200

Glazing Ventilation options
Double glazed Manual hinged Electric hinged

(Ka) opening (Kg)

16
21

27
33
41

48
67
29
38
37
53
70
91

e

Glazing

Double glazed Manual hinged Electric hinged

(Ka) opening (Kg)

19

25
31

38
46
54
73
33
43
41

58
77
99
125

19
25
31
38
46
54
X
34
43
42
59
X
X

X

22
28
35
43
51
60
X
38
48
46
65
X
X

X

opening (Kg)

20
26
32
40
48
56
75
35
45
43
60
78
103
127

opening (Kg)

23
30
36
44
53
61
81
39
50
48
66
85
m
136

ray.lux”

Due to their size and/or weight, any products marked A will require offloading by a mechanical

means, i.e. a forklift. Please note the driver cannot offload these goods by hand. Vehicle mounted

offloading facilities (HIAB) is available by prior arrangement at extra cost. Please call us should this

be required. For special order items, this applies to any product above 1.5 square metres. 2



Product Weights
em.dome”

To Suit Builder's Upstand: With 150mm Splayed Upstand:
Fixed Hinged Opening Splayed Fixed Hinged Opening
TORREEUER) e e secri O FeRe
si 500 x 500 4 10 10 SI 600 x 600 1 13 13
s2 600 x 600 5 m mn S2 700 x700 13 15 15
S4 700 x 700 7 15 15 S4 800 x800 16 19 19
S5 800 x 800 8 17 17 S5 900 x 900 19 22 22
S 7 900 x 900 10 22 22 S S7  1000x1000 22 26 26
5 s8 1000 x 1000 13 24 24 & s8  T00x100 25 29 29
SI0a 1200 x 1200 17 28 28 Sl0a 1300 x 1300 32 36 36
sn 1300 x 1300 20 33 33 ST 1400 x 1400 35 40 40
SI3 1500 x 1500 27 48 48 S13 1600 x 1600 44 52 52
Slsa 1800 x 1800 38 59 59 Si5a 1900 x 1900 52 62 62
R4 600 x 900 7 16 16 R4 700 x1000 17 20 20
R4a 600 x1200 9 21 21 R4a 700 x 1300 21 25 25
o R4b  600x1800 14 34 34 5 R4b 700 x1900 29 36 36
& RS 700x1000 9 18 18 & R5 800 xT100 21 24 24
& RI0a  900x1200 13 30 30 & RI0a 1000x1300 26 30 30
Rlla 900 x 1800 20 4t 44 Rlla 1000x1900 38 46 46
R22b 1200 x 1800 26 43 43 R22b 1300 x 1900 39 47 47
R22c 1200 x 2400 34 64 64 R22c 1300 x 2500 57 67 67

KEY: ROS = Roof Opening Size
CRTV = Controllable Rotating Trickle Vents



Product Weights

For Flat Roof:

Nominal size

Rigid Tube System -
includes 0.6m tube length (Kg)

350mm 6.4
450mm 17.3
550mm 6.4

For Flat Roof With Upstand:

Rigid Tube System -

bttt s includes 0.6m tube length (Kg)

350mm 12
450mm 15.55
550mm 20.3

For Pitched Roof (Tiled or Slate):

Nominal size

Rigid Tube System -
includes 0.6m tube length (Kg)

350mm 8.3
450mm .25
550mm 131

2m Flexible Tube System (Kg)

6.4
9.55
n3

2m Flexible Tube System (Kg)

.4
15.55
17.3

3m Flexible Tube System (Kg)

8.3
1.25
13.1

em.tube”



